
      ARE150 - ARE200 

MOTOR:                           ELECTRIC 

MATERIAL:                    ALUMINUM/STEEL 

WEIGHT MACHINE:    CM 150 KG 15  /  CM 200 KG 17  

                                           HANDLE  KG 3 

PRODUCTION:               60/70  MQ/HOUR 

AIRONE EL  is a versatile newly designed vibrating power screed board, created for levelling, compacting and finishing 

semi-dry floor screed, in preparation for subsequent floor laying. It can also be used to level coarse and fine aggregates. It  

is equipped with a component which converts motor energy into horizontal orbital movement, producing micro-vibrations 

of variable intensity, based on the density of the screed 

 

AIRONE EL is composed of : MACHINE with single fase electric motor + fast removal handle with controls + blade 

 

AIRONE EL150 can be equipped with 150 cm blade.                                BLADE ARE NOT INTERCHANGEABLE  

AIRONE EL200 can be equipped with 200 cm blade.                                LE STAGGE NON SONO INTERCAMBIABILI 

Description and illustrations are only indicative; the products may present different characteristics for construction purposes. 

D’Alessandro International reserves the right to modify any of its products 

AIRONE EL 

 Technical spacifications Width  Unit of measure 

 Handle 3 kg 

 Machine with 150 cm blade 15 kg 

 Machine with 200 cm blade 17 kg 

 Minimum overall with blade 150 cm 1,5 x 1,5 m 

 Minimum overall with blade 200 cm 2 x 1,5 m 

 Engine speed to the max power  3000 Min-1 

 Vibration level  <2,5  m/s2 

 Working capacity 60/70 m2/h 


