
LB4J / GX25 

MOTOR               HONDA GX25 4T 

FRAME                INTERTIAL MASS STRUCTURE (STEEL) 

WEIGHT             MACHINE BODY KG 16  / BLADE KG 3 

ACCESSORIES   BLADES CM 150 / 200 / 250 / 300 (ALUMINUM) 

LIBELLULA is newly-designed, highly versatile vibrating spreader is used for levelling, compaction and surface finishing of 

concrete castings for foundations and floors, either level or sloped. It is also perfect for levelling small and medium-size aggre-

gate. It is equipped with a component that converts motive energy into a horizontal rotary-orbital movement, generating vi-

bration to produce a micro-vibration that can be adjusted depending on the density of the concrete. 

The machine allows spreadingvof an entire barrel of concrete (10 m3) in just 8-12 minutes 

LIBELLULA is supplied with a 150 cm. Spreader as standard. Different size spreaders are available on request as accessories: 

1m / 1.5m / 2m / 2,5 m / 3 m. Custom sizes may be ordered for specific needs. 

The bars are interchangeable. 

Technical Specifications Width 
Unbit of measu-

re 

Machine body weight 16 kg 

1,5  bar weight 3 kg 

Overall 1,60 x 1,50 x 0,7 m 

Fuel tank capacity 0,55- 500 l - cm3 

Piston di-

splacment 
24.5 cm3 

Maximum power (according ISO 8893) 0,81 kW 

Engine speed to the max 

power 
9000 min-1 

Specific consumption engine to the max power (according ISO 

8893) 
408 g/kW*h 

Acustic pressure level (Lpa av) 84 dBA 

Acustic power level (LWa av) 100 dBA 

Vibration level  < 2,5 m/s2 

Working capacity  80/100 m2/h 

Description and illustrations are only indicative; the products may present different characteristics for construction purposes.  

D’Alessandro International reserves the right to modify any of its products. 


